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I. EXECUTIVE SUMMARY

This third semi-annual progress report covers the reporting period from August 16,

1994 through February 15, 1995 on NASA Grant NAG8-240, "Design and Application

of Electromechanical Actuators for Deep Space Missions." Following this summary

are two major report sections: Motor Control Status/Electrical Experiment Planning

and Experiment Planning and Initial Results. The primary emphasis of our efforts

during the reporting period has been final construction and testing of the laboratory

facilities. As a result, this report is dedicated to that topic.

1.1. Research Personnel

Over the entire course of this project, three faculty members, eight graduate

students, and four undergraduate students have been involved. These individuals,

along with their status and funding information, are listed in Table I. 1.1.

Table I. 1.1. Research Personnel.

Name Statu Dept.

S

T. Haskew Fac. EE

J. Wander Fac. ME

K. Cozart GS ME

S. Bhattachar),ya GS EE

R. Challa GS CS

S. Payne GS ME

T. Salem GS EE

Y.G. Sung GS ME

S. McCarter UG EE

S. McGraw UG EE

D. Schinstock Fac. ME

F. DeCord GS ME

F. Naylor UG EE

C. Nielsen UG EE

T. Ewing GS EE

Funded Degree Comments

Rec.

Yes

Yes

Yes

Yes

No MS

Yes

Yes MS

No

No BS

No BS

Yes

Yes

No BS

No BS

No

MS near completion
MS near completion

PhD in progress

MS in progress

MS in progress

MS near completion



In Table I. 1.1, the funding column indicates yes if the individual has received any

funding from grant funds; this does not imply that funding has been continuous. Please

note that Challa and Salem have both completed M.S. degrees through work on this

project. Also, Salem is now pursuing the Ph.D. degree, and others are nearing degree

completion. The entire EMA research group holds weekly meetings in order to

coordinate our efforts and provide students with the opportunity to present their work

in a formal setting.

1.2. Technology Transfer

As previously presented, through efforts on this project, two M.S. theses have been

written, accepted, and successfully defended:

Thomas Eric Salem, Prime Mover Selection for

Actuation in Thrust Vector Control Appfications,

Thesis, The University of Alabama, 1993.

Electromechanical

Master of Science

Ramomohan Challa, Design of a Computer System to Test Roller Screw

Actuators, Master of Science Thesis, The University of Alabama, 1994.

Additionally, three more M.S. theses are presently in the final stages of preparation:

Sumit K. Bhattacharyya, Motor and Control Strategy Selection for

Electromechanical Thrust Vector Control Applications.

Kris Cozart, Design and Control of a Roller Screw Test Stand.

David Tycyn Ewing, Brushless DC Machine Controller Design and

Testing.

While theses and dissertations constitute a vital component of technology transfer,

publication of research and development findings in technical journals and at technical

conferences provides a more effective means for technology transfer to a larger

-_;t'-i_ la_-,a_" ::,..._:'_ l_L_! ....
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audience. The following paper was presented at the 27th Southeastern Symposium on

System Theory:

Thomas Salem and Tim A. Haskew, "Simulation of the Brushless DC

Machine', Proceedings of the Twenty-Seventh Southeastern Symposium

on System Theory, March 1995, pp. 18-22.

Additionally, the following paper has been accepted for presentation and publication:

J. Wander, V. Bird, and J. Parker, "Initial Disturbance Accommodating

Control System Analysis for Prototype Electromechanical Space Shuttle

Steering Actuator", 1995 American Control Conference, Seattle,

Washington, June 21-23, 1995.

Previously, we have reported three other manuscripts that are in progress. The

rifles and anticipated journals for submission are provided again below. Completion of

these manuscripts will require data from experimentation.

"Motor Selection for Electromechanical Thrust Vector Control

Actuation," IEEE Transactions on Aerospace and Electronic Systems.

"An Adaptive Kalman Filter Approach to Fault Detection in DC

Motors," IEEE Transactions on Energy Conversion.

"Numerical Modeling of Disk Springs," ASME Journal of Dynamic

Systems, Measurement, and Control.

1.3. Final Report Content

With this report being the last that will be submitted prior to the final report on the

grant, a tentative summary of the expected final report content is warranted. The final

report will be a comprehensive report on all tasks and activities performed or engaged
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in during the entire grant period.

topics to be covered:

The following bullet list provides a list of tentative

Electric Motor Selection Studies and Guidelines

• Brushless DC Machine Health Monitoring and Fault Diagnosis Prototype Design

and Experimental Results

• Detailed Designs of the EMA Test Facility

• Detailed Mechanical Experimental Results

Transient Loading

Transverse Loading

Frictional Modeling

• Detailed Electrical Experimental Results

- Motor Performance

- Adaptive Kalman Filter Based Health Monitoring and Fault Diagnosis

- PWM Strategy Evaluation from an Efficiency Perspective

• Documentation on Simulation Software
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II. MOTOR CONTROL STATUS/ELECTRICAL

EXPERIMENT PLANNING

The motor drive and speed control loop for the test stand have been previously

reported, but are summarized here. Detailed schematics of the motor controller and

power electronic drive can be found in the Appendix. The power stage of the drive is

IGBT based, and can be seen in Drawing 1. Presently, we have been performing

circuit development and prototyping using IGBTs that are underrated to reduce

developmental cost. Substitution to appropriately rated devices will be straightforward.

The gate drive circuits for one leg of the inverter are shown in Drawing 2. We have

chosen to utilize isolation not only on the upper IGBTs, but on the lower ones as well

to provide modularity in drive replacement.

Rotor position is sensed by a resolver and resolver-to-digital converter (RDC)

system. The output of the RDC is a twelve bit digital word that corresponds to the

natural binary angle of the rotor. Comparator logic is used to generate equivalent Hall

effect signals as shown by Drawings 3, 4, and 5. The Hall signals are decoded to

produce six individual switching signals for the IGBTs. These signals are produced for

forward or reverse operation based on a direction bit. This is indicated on Drawing 6.

Also on Drawing 6, it can be seen that the lower IGBT switching commands are anded

with a PWM signal. Thus, PWM is accomplished using the same six IGBTs as utilized

for commutation. The primed switching signals are active high, and they are inverted

with open-collector inverters to provide and active low switching signal to the gate

drive circuits.

In order to prevent against any logic error or noise problems that may try to turn on

both IGBTs in a single leg of the inverter, short-circuit protection has been built in.

The protection scheme is shown in Drawing 7, for one leg of the device. The output of



the Q flip-flop is anded with an actual PWM signal such that if Q transitions from high

to low, the motor is disabled.

Drawings 8 and 9 represent the PI control and PWM signal generation circuits.

The desired speed signal is a -10 to + l0 V signal, and the actual speed signal is taken

from the RDC on a -4 to +4 V signal. The sign on the desired current is stripped to

define the forward/reverse bit, and the absolute value is taken for the current regulation

loop.

II.1. Present Status

At the present, the motor is operating under control at reduced power levels and

speeds. Input power is derived from a three-phase full-wave bridge rectifier under

autotransformer control. To step up to full speed and power operation, The IGBTs

must be replaced with ones having sufficient current and power dissipation ratings.

Additionally, the snubber circuits may require resizing to limit discharge current rise

through the IGBTs. We currently see no difficulty with reaching full operation in time

to provide all desired and requested experimental data by the end of the contract

period.

II.2. Health Monitoring and Fault Diagnosis

Our efforts on motor health monitoring and fault diagnosis are presently in the

process of hardware implementation. A detailed dynamic simulation model of the

brushless dc machine under typical fault scenarios has been developed and used as input

to the adaptive Kalman filter for filter verification and tuning. Our previous reporting

on the Kalman filter approach was aimed at the classical dc machine. Thus, we want
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to point out that the extension has been made to a filter that is practical for use with

three-phase brushless machines.

The code is presently undergoing final adjustment and verification and will be

transported to the ADSP-21020 digital signal processing board in the near future.

Additionally, design of the analog electronics for interfacing sensor data to the board is

underway. Laboratory procedures for operating the motor under simulated fault

conditions are presently under development. A smaller brushless motor is available in-

house, and will actually be faulted for experimental purposes.

11.2. Electrical Experiment Planning

Several experimental topics are expected to be investigated prior to completion of

the grant period. Three of the more significant items are summarized in the following

discussion.

II.2.1. PWM Strategy Evaluation

Four PWM strategies will be evaluated to determine there effects on system

efficiency, performance, and possibly thermal management. The PWM strategies to be

investigated are hysteresis, triangle, clocked turn-on, and clocked turn-off.

II.2.2. PWM Signal Generation from RDC Output

The 12 bit word output of the RDC provides far greater resolution than is

necessary. Thus, for any one switching state, the lower bits in the word cycle many

times. Furthermore, the frequency of oscillation of the bits is determined by motor

speed. This fact can be used as a tool in PWM signal generation. In typical PWM
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applications, the PWM frequency is selected to minimize the dynamic effects of

switching on motor speed and torque. Thus, a large number of PWM cycles must

occur during one commutation switching cycle. In standard designs, the PWM

frequency is chosen high enough to meet this condition when the motor is at top speed

and fixed. At lower motor speeds, this frequency is much higher than necessary from a

performance standpoint.

If the PWM frequency could be a function of speed, then the ratio of motor speed

to PWM frequency could be held constant. In a servo application, this would allow a

reduced switching frequency a great deal of the operational duty cycle of the machine.

Hence, switching losses could be reduced. This could effectively increase system

efficiency and reliability as well as reduce system volume and mass in terms of

heatsinks and other thermal management apparatus.

We expect to implement some form of this concept utilizing the RDC output.

Efficiency results will be presented from the studies and compared to studies with

standard PWM strategies.

H.2.3. Health Monitoring and Fault Diagnosis (HMFD)

The prototype HMFD system will be installed on the testbed and run during typical

operation. The results will be analyzed to verify that the system is capable of

accurately assessing motor health under nominal conditions under a wide range of

dynamic performance specifications. Then, fault simulations will be introduced. The

effectiveness of the system to reliably detect major and minor disturbances will be

quantified, and the system's ability to accurately quantify machine parameters leading

to the failed state will be evaluated.
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III. EXPERIMENT PLANNING AND INITIAL RESULTS

As indicated in the previous annual report, the tests to be performed on the roller

screw require care in the design of the test stand control system. The models presented

in the annual report have been extended to model the hydraulic force control system

and have been used in developing appropriate gain selections for the different

experiments. In addition, the roller screw modeling equations presented in Section

III. 1 of the previous annual report were implemented in MATLAB TM and used to guide

the gain selections for the in-house motor controller. Initial use of the hydraulic system

gives some insight into the backdrive loading required to initiate motion of the screw.

III.1. Implementation of the Electro-Mechanical Test Stand Modeling

Equations

The general modeling equations presented in the previous annual report were

implemented in MATLAB TM so that simulations could be performed. A schematic of

the system used to define the model is shown in Figure III. 1. In addition, a PI motor

speed controller was added to the system to

3 Carrie_aPr?vents
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Figure III.1. Test Stand Schematic.



An angular form of the general modeling equation is repeated here with

clarification for convenience (refer to Eq. Ili.3 of 1994 Annual Report):

where:

Jm

g

Js

Ph

M1

B

com

VI

It

Kb

Ein

F1

fir

rig

2 2
(jm+g j_+(gph) M_)63.,+(B+K, Kh/R..)o. ' 2ngPhF _ K,E,,,

rlfflr R,, (III.1)

is the inertia of the motor and the gear reduction referred to the motor shaft,

is gear reduction between motor and screw,

is screw inertia and the inertia of the nut rollers referred to the screw shaft,

is screw lead (linear/revolution),

is the mass of components that move linearly including the nut and carrier,

is a viscous loss term associated with the motor angular motion,

is the angular velocity of the motor,

is the linear velocity of the load-end of the actuator,

is the torque constant of the motor,

is the back EMF constant of the motor,

is the effective DC voltage applied by the control system

is the force applied to the end of the actuator, that measured by the load cell.

is the efficiency of the roller screw expressed as a value for 0 to 1.

is the efficiency of the gear reduction expressed as a value for 0 to 1.

These equations are complicated by the essentially nonlinear efficiency model of the

energy losses associated with the transmission elements. The efficiency terms 1jr and

rig in the equation above represent the efficiencies of the gear and roller screw

transmissions assuming that energy flows into the actuator system at the motor and out

of the system at the point of linear load application. In these equations, the 1"1terms

will move between the numerator and the denominator as the direction of energy flow

changes at the motor or the linear load. As shown, the inefficiencies increase the

111.2



effective loadthat themotor is driving againstandhenceincreasethe requiredmotor

torque.

Thoughthe motorcontroller is implementedasa currentcontroller at a low level,

thegainsfor the systemwere originally designedfor a voltagecontroller. Oncegains

were determinedthat wouldwork well with thevoltagecontroller structure,it was

possibleto developthe addedcircuitry neededto transparentlyimplementthe current

control underneaththe voltagecontrol.

Simulationresultsdemonstratingthe ability to generatemotionprofiles similar to

the SSMETVC missionprofiles arepresentedbelow. Theseresultsindicatethat the

motor acquiredfor the teststandcanoperatein theregimesnecessaryto test roller

screwsunderSSME-Iikeconditions. Themissionsimulationprofile plannedis based

on thetypical missiondisplacementprofiles for theSSME. Figure Ill.2 demonstrates

theability of the motor/gearreductionsystemto drive theroller screwprovidedby

NASA againsta 25,000load at 5 inchesper second. The figure actually showsonly 8

secondsof a longermissionsimulationmadeup of a similar motionrepeatedseveral

times. The maindifferencebetweenthemotion of Figure Ili.2 and theintended

experimentmotion is that theslow-strokesectionwill bea full extensionrather thana

shortextension. The transitionsbetweenforward andbackwardmotion aresmoothed

by usinga smoothinputcommandto preventdiscontinuousvelocity commands.

111.3



Z

10

8

Time (s)

Figure III.2. SSME Mission Simulation Results Based on Test Stand Hardware.

III.2. Hydraulic Actuation Modeling

For both the shock loading and mission simulation experiments, the hydraulic loading

system may be force controlled rather than position controlled. Since force control

systems often exhibit unstable behavior, a model of the hydraulic system was developed

for use in helping to design the control system. A schematic of the physical elements

of the system including hydraulics is shown in Figure 111.3 below. The model of this

system was developed by adding a model of the hydraulic system to the previously

developed model of the motor and screw portions of the test bed.
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Figure III.3. Test Stand Model with Hydraulic Elements.

The pump is modeled as a flow source. The relief valve is modeled as a nonlinear

resistance to flow between the accumulator and the reservoir. Performance

characteristics provided by the relief valve manufacturer provide a graph of flow vs.

pressure for our valve. The relationship between flow and pressure drop across the

relief valve can be simply and accurately estimated by a pair of piece wise continuous

linear approximations valid above the relief valve setting pressure Ps:

Or

0

ml(P. -(p,. -200))

m2(P. -(P_ - 100))

; P,, < p, -200

; P_ -200< Pa < _ -100

; P.,.- 100 < Po (III.2)
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The N 2 charged accumulator was modeled assuming isentropic compression of an

ideal gas. By assuming the pressure of the fluid equals the pressure of the gas, the

ideal gas law can be written:

where:

Cg

Va

V

Cg

Pa -- (V__Va)IA

is a constant based on the accumulator initial N 2 charge,

is the volume of oil in the accumulator, and

is the total volume of the accumulator.

(III.3)

The flow of oil between the accumulator, the cylinder and the reservoir is

controlled by the valve, pipe losses and the differential pressures. The actual length of

pipe in any flow path is a combination of the appropriate pair of the four separate

pipes: P, T, A, and B shown in Figure III.3. For a given volumetric flow through a

particular pipe the flow will be either laminar, turbulent, or both. Relations exist to

calculate pressure drop for either a purely laminar or turbulent flow. When flow is in

the transition region between laminar and turbulent, the pressure loss is bounded on the

low side by the laminar loss and on the upper side by the turbulent loss. By

determining the pressure drop in each pipe over a range of estimated flow rates, a 2nd

order curve fit can estimate the relationship. The pressure losses for a representative

section of pipe are indicated in Figure 1II.3. By fitting a single second-order

polynomial both sets of data, equations are derived for each pipe:

2

AP= C,Q +C2Q (III.4)

When the valve is either left or right-of-center, pressure loss coefficients for the

appropriate pairs of pipes (P and B for example) can be added to those of the valve to

determine flow from the existing pressure differential across the pipes and the valve.
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Figure III.3. Laminar and Turbulent Flow Losses for Representative Pipe.

The pressure drop across the servo valve can be estimated from manufactures

specifications to be a function of both the servo position, UXa, and the flow rate:

AP = C 0 2 (III.5)

where:

AP is the pressure drop across one of the valve paths,

C3 is the coefficient obtained from Bosch literature on the servo valve,

UX a is the position of the spool valve away from center, and

Q is the volumetric flow rate through the valve.

Holding UXa constant in this equation, one has an additional coefficient in the square

of the flow that can be added to coefficients for the pipe loss and used with the

differential pressure to solve for the flow rate. Note that the acceleration of the fluid is

not being considered in this formulation. The oil is assumed to flow at the equilibrium

rate for the differential pressures that exist. An alternative model would include the

acceleration required of the oil.

The differential pressures used in the solution for flow rate are those between the

accumulator and cylinder and between the cylinder and the reservoir. There is an

additional pressure drop across the return filter on the way to the reservoir that
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contributescoefficientsto thispressurelossequationjust asthepipesdo. Pressurein

theaccumulatorhasalreadybeendiscussed.Pressurein the reservoir is atmospheric or

gage zero (0). The pressures in the cylinder on both the blind and rod ends are

modeled based on bulk modulus compression of the oil. The compression equation is

complicated by the fact that the uncompressed volume of oil is changing as is the

amount of compression. The uncompressed volume (the volume the oil requires at

atmospheric pressure) is used as the reference volume. For instance, in the blind end:

P_ _; -)[3 (III.6)

where:

Pb is the gage pressure in the blind end,

Vb is the uncompressed volume of oil in the blind end,

Ab is the area of the blind end,

x is the distance between piston and blind end cap, and

13 is the bulk modulus of the oil.

The servo valve dynamics govern the position of the spool, UXa, required in

Eq. 111.5 above. The dynamics of this portion of the control system are described

graphically by the vendor with frequency response plots for the spool position. The

input to the servo valve is UXd, the desired servo valve position, as produced by the

controller. The frequency response of the servo valve is shown to be a function of the

amplitude of the input by the presence of two separate curves, one for 5 % input, the

other for 100% input. An initial approximation for these dynamics is a second-order

model with a damping ratio of 2 and a natural frequency of 50 Hz. Once the actual

valve excursions required for a simulation are determined it may be desirable to refine

this approximation toward one or the other frequency responses.
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A moreexactmodel for theservovalve maybe implementedthat includestherate

limits associatedwith thepilot operationof the servovalve. Discussionswith Bosch

engineershaveled to theconclusionthat themodulationof responseby the magnitude

of the input canbemodeledin this way.

The control for the servovalve is implementedin analogon a stand-alonecontroller

calleda "PQCard" by thevendor. The "PQ" designationindicatesthat thecardcan

control eitherpressureor position. The actualcontrol commandthat is sentto the

valve solenoidalwayscommandsspoolposition. Thepressurecontrol portion of the

PQCard is implementedwith thecircuit shownin Figure Ili.4 belowandis usedto

form a spoolpositioncommand. Input signalsEpsandEpaarevoltagesproportional

to thedesiredandactualpressuresrespectively.

Eps

Epa

100Kff2

Cd 121K_

I

UXd

Figure III.4 - Schematic of Force-Control Portion of PQ Card.

The PQ Card is designed to take a pressure error signal minus a high-passed

portion of the actual pressure and apply a PI control action to this quantity. The

subtraction of the high-passed portion of the actual signal is intended to reduce pressure

variations and promote stability. The output of the integrator is limited to prevent

integrator windup due to insufficient control authority. In the experiments performed
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for forcecontrol purposes,the pressuresignalswill be replacedby forcesignals. The

control actionof this controllercanbedescribedby thestateequations:

E,t = (K P_,c,- Ea) / (121000 * Ca)

E, : (i/C,)

1 , K(P_, - P.,e,)

E ,, = -( Rpi + E, )

(XPac,-E )]
121000

(III.7)

In these equations K is the gain between actual and desired pressures and the input signal

voltages. These voltages are constrained to lie between 0 and 10 volts. Note that the

saturation of the integral action (Ei) is not reflected in the above linear equations but can

be implemented numerically if the state should grow too large by setting the derivative to

zero in such cases. Here the output voltage is connected to the input of the position

control portion of the PQ Card. If the card is operating as a pressure controller, this

signal is passed out directly as the spool position command, UXd, referred to above. The

modeling equations developed in this section were used to replace the previously

specified hydraulic force in the model of the roller screw and motor discussed in

Section III. 1. The full set of equations constitutes a model of the entire test stand that can

be used for control design.

111.3. Full Simulation and Gain Selection

With the full model equations, the gains for the hydraulic force control system can

be designed through simulation. Using conventional PID parameter selection

procedures based on step responses, gains for the PQ card were selected as follows:
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Rp = 300,000ohms

Cd = 10e-9Farads

Ci = 120e-9Farads

Oneotherparameterof interestin thesesimulationsis thetime allowedfor velocity

reversal. As indicatedin SectionIII. 1, the input is shapedto preventa discontinusous

changein desiredvelocity. A sinefunction is usedto smoothlychangebetweenany

pair of desiredspeedswith eitherpi or pi/2 beingmappedonto atime incrementof AT.

This is thetime it takesto go from a constantvelocity in onedirection to the same

velocity in theoppositedirection. With theabovegainsanda AT of 0.8 seconds,the

modelpresentedaboveindicatesa maximumforceerror of +/- 4000poundswhile

commandingaconstantforceof 28,000andthe nutdisplacementshownin

Figure Ili.2.. The displacementhistoryobtainedthroughsimulationis shownin Figure

Ili.6. Boththe desiredandactualachievedforcesareshownin Figure 111.7.Lowering

AT results in a greater acceleration of the nut and a larger force error caused by

dynamic effects in the hydraulic system. Simulation indicates that values of AT below

0.6 seconds will cause a vacuum to occur in the rod end causing a risk of cavitation

that is very undesirable. As per design, the fast stroke causes fluid levels in the

accumulator to drop. During the slow stroke fluid is returned to the accumulator so

that full working pressure is again obtained at the beginning of the next cycle.

Similar simulation results are being developed for the shock loading experiment. In

addition, the force control with the gains chosen above is being implemented on the test

stand.
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III.4. Initial Results

Initial results for the loads required to backdrive the roller screw have been

obtained. In these plots the data is only partially calibrated. The horizontal axis is a

time axis but uncalibrated so the unit is sample number. The total period shown in

both Figure III. and Figure II1.8 is approximately 2 seconds. There is a constant bias

error on the load traces (shown with the heavier lines). One can assume that the the

mean value of the load is actually close to zero. The position (shown with the lighter

lines) is the position of the nut along the screw measured with respect to an arbitrary

position along the screw.

The displacements in each case were generated using the hydraulics in a position

control mode. The screw was left passive with only the gear reduction inertia to

increase acceleration loading. The loads generated by acceleration or friction of the

carrier are not measured by the load cell. Observation of these results indicates that

there is a Coulombic load of approximately 1000 lbf. This result is consistent with

earlier tests done with a hydraulic ram though the resolution of this result is poor. In

addition, judging from the relatively small change in the load due to a factor of four

increase in the peak speed of the nut indicates a weak friction load dependence on

speed. Loads associated with the acceleration itself are not visible in this data.

Additional data with more extreme position profiles forced on the nut is being

collected.
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APPENDIX

Motor Controller/Drive Schematics
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